
FIRE LANE TO REMAIN OPEN

FIRE LANE TO REMAIN OPEN

PROJECT LOCATION

STAGING

NOT TO SCALE

KEY PLAN

NOT IN CONTRACT

1 SHEET A1.01 2 SHEET A1.01 1 SHEET A1.02

NOT IN CONTRACT

NOT IN CONTRACT

IN
D

E
P

E
N

D
E

N
C

E
 C

O
M

M
U

N
IT

Y
 S

C
H

O
O

L
 D

IS
T

R
IC

T
2

0
2

6
 R

O
O

F
 I

M
P

R
O

V
E

M
E

N
T

S
E

A
S

T
 E

L
E

M
E

N
T

A
R

Y
 S

C
H

O
O

L

 1
10

3 
1s

t S
t W

, I
nd

ep
en

de
nc

e,
 IA

 5
06

44

SHEET INDEX
G0.01 COVER SHEET

A1.01 ROOF PLAN LEVELS A AND B

A1.02 ROOF PLAN LEVEL C

A5.01 DETAILS

2026 ROOF IMPROVEMENTS

EAST ELEMENTARY SCHOOL

PROJECT LOCATION
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EAST ELEMENTARY SCHOOL
 1103 1st St W, Independence, IA 50644

PAGES, SHEETS OR DIVISIONS COVERED BY THIS SEAL

PRINTED OR TYPED NAME

SIGNATURE

MY LICENSE RENEWAL DATE IS JUNE 30,

DATE

ARCHITECT

LICENSE NUMBER

{{t:s;r:y;o:"Architect";w:140;h:25;}}

I HEREBY CERTIFY THAT THE PORTION OF THIS TECHNICAL
SUBMISSION DESCRIBED BELOW WAS PREPARED BY ME OR UNDER
MY DIRECT SUPERVISION AND RESPONSIBLE CHARGE.  I AM A DULY
LICENSED ARCHITECT UNDER THE LAWS OF THE STATE OF IOWA.

DARRELL FRETT

3529

2026

ALL

 

NOTE:
1. GROUND STAGING AND TRAFFIC OVER ANY AND ALL GRASS AND LAWN AREAS WILL

REQUIRE NEW SOD TO BE INSTALLED AFTER FINAL COMPLETION OF THE ROOF AND PRIOR

TO RELEASE OF RETENTION PAYMENT.

2. ANY DAMAGE TO CONCRETE OR ASPHALT DRIVES, PATHS OR SIDEWALK(S) WILL REQUIRE

DEMOLITION AND REPLACEMENT TO MATCH EXISTING.  DEMOLITION TO CONTINUE PAST

DAMAGED AREA TO NEXT CONSTRUCTION JOINT.

3. THE VERIFICATION OF EXISTENCE OF, AND THE DETERMINATION OF THE EXACT LOCATION

OF, UTILITY MAINS, STRUCTURES AND SERVICE CONNECTIONS SHALL BE THE

RESPONSIBILITY OF THE CONSTRUCTION CONTRACTOR(S).
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NOT TO SCALE

KEY PLAN

NOT IN CONTRACT

1 SHEET A1.01 2 SHEET A1.01 1 SHEET A1.02

NOT IN CONTRACT

NOT IN CONTRACT

2
1/8" = 1'-0"

ROOF PLAN

1
1/8" = 1'-0"

ROOF PLAN

1. ROOF PLAN LAYOUT, LOCATION, AND SECTIONS WERE TAKEN FROM
EXISTING BUILDING PLANS AND FIELD CONDITIONS.  IT IS THE
CONTRACTORS RESPONSIBILITY TO CORE THE ROOF.  THE CONTRACTOR
SHALL VERIFY ALL CONDITIONS OF THE EXISTING ROOF SYSTEM,
INCLUDING INSULATION TYPE AND THICKNESS.   FAILURE TO VERIFY
CONDITIONS WILL BE AT THE CONTRACTORS OWN RISK.

2. THE EXACT LOCATION AND ELEVATION OF ALL PUBLIC UTILITIES MUST BE
DETERMINED BY THE CONTRACTOR.  IT SHALL BE THE RESPONSIBILITY
OF THE CONTRACTOR TO ASCERTAIN WHETHER ANY ADDITIONAL
UTILITIES OTHER THAN THOSE SHOWN ON THE PLANS MAY BE PRESENT.

3. NEW ROOFING ASSEMBLY CONSISTS OF:

LEVEL A
90 MIL EPDM MEMBRANE
HD COVER BOARD
POLYISOCYANURATE INSULATION (2 LAYERS)
SELF-ADHERED VAPOR BARRIER
EXISTING GYPSUM DECK

LEVEL B
90 MIL EPDM MEMBRANE
HD COVER BOARD
POLYISOCYANURATE INSULATION (2 LAYERS)
SELF-ADHERED VAPOR BARRIER
THERMAL BARRIER BOARD
EXISTING METAL DECK

4. REMOVE EXISTING ROOF SYSTEMS DOWN TO THE EXISTING DECKS.

5. REMOVE EXISTING SHEET METAL, UNLESS NOTED OTHERWISE, AND
REPLACE WITH NEW AS PLANS SHOW.

6. TOP FASTENING OF COPING CAP COMPONENTS IS NOT ALLOWED
UNLESS APPROVED IN WRITING PRIOR TO INSTALLATION.  FAILURE TO DO
SO WILL BE AT CONTRACTORS OWN RISK AND WILL RESULT IN
REPLACEMENT OF COMPONENTS.

7. ARROWS ON THE PLAN INDICATE DIRECTION OF DRAINAGE FOR TAPERED
INSULATION SYSTEM.  THE CONTRACTOR SHALL FIELD VERIFY ALL
DIMENSIONS OF BUILDING AND DRAIN LOCATIONS BEFORE ORDERING
TAPERED INSULATION MATERIALS.  SUBMIT TAPERED INSULATION
LAYOUT PLAN.  SEE SPECIFICATION SYSTEM DESCRIPTION.

8. ALL EXISTING METAL HOODS, VENTS, CAPS, ETC., REMOVED AND
REINSTALLED DURING CONSTRUCTION SHALL BE PROPERLY
REFASTENED TO PROVIDE WATERTIGHT CONDITIONS.

9. RAISE ALL CURBS AND VENTS WHICH DO NOT MEET THE 8" MINIMUM
FLASHING HEIGHT REQUIREMENT.  INSTALL TAPERED CRICKET ON
UP-SLOPE SIDE OF CURBS 24" OR MORE WIDE.  CRICKETS SHALL HAVE A
1/2" PER FOOT MINIMUM FINISHED SLOPE AWAY FROM CURB AND
VALLEYS DIRECTING WATER TO THE CURB'S SIDES.

10. FLASH ALL DRAINS, CURBS, VENTS, AND STACKS AS SHOWN IN PLANS.
REFER TO MANUFACTURER'S STANDARD DETAILS AND
RECOMMENDATIONS FOR ANY MISCELLANEOUS DETAILS NOT SHOWN IN
THE PLANS.

11. REPLACE ANY DAMAGED, BROKEN OR MISSING DRAIN GRATES, CLAMPING
RINGS AND BOLTS WITH NEW.  NEW DRAIN PARTS SHALL MATCH EXISTING
DRAIN DESIGN.  NEW DRAIN GRATES SHALL BE METAL.  EXISTING PLASTIC
DRAIN GRATES SHALL BE REPLACED WITH METAL DRAIN GRATES.  ALL
DRAINS SHALL BE TESTED AND MADE OPERATIONAL PRIOR TO
COMPLETION OF PROJECT.

12. ALL NEW AND EXISTING DRAIN GRATES AND CLAMPING RINGS SHALL BE
PAINTED SAFETY RED.  THE CONTRACTOR SHALL CLEAN, REMOVE
SURFACE RUST, PRIME AND PAINT ANY EXISTING DRAIN PARTS.

13. USE OF MANUFACTURER-APPROVED PENETRATION POCKET WILL NOT BE
PERMITTED UNLESS APPROVAL IS OBTAINED IN WRITING FROM
SHIVE-HATTERY, INC. PRIOR TO INSTALLATION.

14. PROVIDE DISCONNECT AND RECONNECT OF MECHANICAL AND
ELECTRICAL EQUIPMENT AS REQUIRED TO ACCOMMODATE INSTALLATION
OF NEW ROOF SYSTEM AND INCREASE IN HEIGHT OF CURB.  VERIFY
EQUIPMENT IS OPERATIONAL WHEN WORK IS COMPLETE.  COORDINATE
THIS WORK WITH THE OWNER.

15. GROUND/ROOF PROTECTION CAN  BE VERSA MATS OR APPROVED
EQUIVALENT.

16. THE CONTRACTOR SHALL INCLUDE ANY MODIFICATIONS, MATERIALS,
AND/OR IMPROVEMENTS REQUIRED BY THE ROOF SYSTEM
MANUFACTURER TO MEET SPECIFIED WARRANTY.

17. ALL PERIMETER WOOD BLOCKING SHALL BE OF UNIFORM HEIGHT AND OF
A MINIMUM HEIGHT TO MATCH THE MAXIMUM THICKNESS OF THE NEW
INSULATION SYSTEM.  THE CONTRACTOR SHALL VERIFY HEIGHT OF ALL
WOOD BLOCKING AND INCLUDE ANY ADDITIONAL BLOCKING NEEDED TO
INSTALL DETAILS SHOWN AND MEET MANUFACTURER'S REQUIREMENTS.
CONTRACTOR SHALL FASTEN UNSECURED EXISTING WOOD BLOCKING
AND NEW WOOD BLOCKING ACCORDING TO THE FOLLOWING
REQUIREMENTS:

WOOD TO WOOD CONNECTIONS SHALL BE FASTENED WITH #12-15x3"
WOOD TO WOOD FASTENERS.  2 ROWS STAGGERED 24" OC AND AT
12" OC W/IN 8'-0" OF OUTSIDE CORNERS.  FASTENER MUST MEET
MINIMUM OF 100# PULL-OUT VALUE. SEE SPECIFICATIONS FOR
APPROVED FASTENERS.

WOOD TO MASONRY CONNECTIONS SHALL BE FASTENED WITH
1/4"x4" WOOD TO MASONRY FASTENERS AT 24" OC MAX AND 12" OC
WITHIN 8'-0" OF OUTSIDE CORNERS.  SEE SPECIFICATIONS FOR
APPROVED FASTENERS.

WOOD TO STEEL CONNECTIONS SHALL BE FASTENED WITH 1/4" -
#14x4"  SELF DRILLING FASTENER  AT 4'-0" OC MAX AND AT 2'-0" OC
WITHIN 8'-0" OF OUTSIDE CORNERS.  SEE SPECIFICATIONS FOR
APPROVED FASTENERS.

WOOD TO PLATE STEEL CONNECTIONS SHALL BE FASTENED WITH
1/2" HOT DIPPED GALVANIZED THRU BOLTS AT 4'-0" OC MAX AND AT
2'-0" OC WITHIN 8'-0" OF OUTSIDE CORNERS.  SEE SPECIFICATIONS
FOR APPROVED FASTENERS.

FT

1/4"

REMARKSREFERENCEDESCRIPTIONPLAN MARK

AC UNIT ON EQUIPMENT SUPPORTS

KEY NOTECAPPED CURB (OBSOLETE)

CURB MOUNTED VENT

DUCT GOOSENECK (ROUND)

EXHAUST FAN

MECHANICAL UNIT

MECHANICAL UNIT SUPPORT FRAME KEYNOTE 

ROOF EDGE SEE PLAN

EXPANSION JOINT SEE PLAN

ROOF DRAIN
DETAIL 5 SHEET A5.01 (SECTION A, C)

OVERFLOW SCUPPER DETAIL 14 SHEET A5.01

SHEET METAL ENCLOSURE DETAIL 7 SHEET A5.01

VENT THROUGH ROOF

HOT STACK DETAIL 6 SHEET A5.01

SKYLIGHT DETAIL 4 SHEET A5.01

TAPERED INSULATION SLOPE

ROOF LEVEL DESIGNATION

ROOF DRAIN - OBSOLETE KEYNOTE 

N/A

N/A

DETAIL 11 SHEET A5.01 (SECTION B)

DETAIL 3 SHEET A5.01 (SECTION A, C)

DETAIL 12 SHEET A5.01 (SECTION B)

DETAIL 3 SHEET A5.01

DETAIL 4 SHEET A5.01

DETAIL 4 SHEET A5.01

DETAIL 4 SHEET A5.01

KEY NOTE

NEW DRAIN PIPING KEYNOTE 

REMOVE DRAIN FIXTURE AT ROOF DECK.  PATCH DECKING TO RECEIVE
NEW ROOFING.  REMOVE ALL PIPING FOR OVERFLOW DRAINS TO THE
EXTERIOR WALL.  INSULATE REMAINING PIPING AT WALL PENETRATION AND
CAP PIPE.

INSTALL NEW ROOF DRAIN AT REVISED LOCATION.  DRAIN FIXTURE BASIS
OF DESIGN IS ZURN ZC 100 C WITH CAST IRON COMPONENTS AND GRATE,
PAINT SAFETY RED.  PIPING IS 4" PVC ROUTED BELOW ROOF DECK AND
ABOVE INTERIOR FINISHES (CEILING) FROM NEW ROOF DRAIN TO EXISTING
STORM RISER, PROVIDE 1/2" THICK CLOSED CELL PIPE INSULATION
(ARMEFLEX 2000 OR EQUIVALENT).  PIPE TO BE SLOPED 1/8" PER FOOT
FROM NEW DRAIN TO EXISTING RISER.  COORDINATE ROUTE WITH EXISTING
STRUCTURE AND UTILITIES.  CONTRACTOR TO REMOVE AND REINSTALL
EXISTING LAY-IN-CEILING AS NEEDED TO PERFORM THIS WORK.

REMOVE DEFECTIVE COMPONENTS AT AREA DIVIDER AND EXPANSION
CONTROL.  REPLACE WITH WOOD FRAMING AND INSULATE AS INDICATED.

REMOVE EXPOSED WOOD EQUIPMENT SUPPORTS AND REPLACE WITH
COMPOSITE LUMBER ENSURING FASTENERS DO NOT REACH MEMBRANE.
INSTALL A SACRIFICE SHEET OF EPDM BELOW ANY EQUIPMENT SUPPORT.

AT AREAS OF GYPSUM DECK DEFICIENCIES: PLATE OVER ANY OPENINGS
LE S S  THAN FOUR  S QUAR E  FE E T WITH 3/16” PLATE  FAS TE NE D AND/OR
FOAMED INTO PLACE TO ENSURE A SATISFACTORY SUBSTRATE FOR THE
INSTALLATION OF ROOFING MATERIALS.  AT AREAS LARGER THAN FOUR
SQUARE FEET OR ENTIRE GYPSUM PANELS. REMOVE THE EXISTING DECK
TO THE NEAREST JOINT AND SECURE NEW TYPE B 20-GAUGE STEEL ROOF
DECK. ALL STEEL DECKING MUST BE COVERED BY A THERMAL BARRIER
BOARD LEVEL WITH THE SURROUNDING DECK PRIOR TO THE INSTALLATION
OF SELF-ADHERED VAPOR BARRIER AND ROOFING INSULATION AND
COMPONENTS.

INSTALL SACRIFICE SHEET UNDER EACH SUPPORT POST.
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NOT TO SCALE

KEY PLAN

NOT IN CONTRACT

1 SHEET A1.01 2 SHEET A1.01 1 SHEET A1.02

NOT IN CONTRACT

NOT IN CONTRACT

2
1/8" = 1'-0"

ROOF PLAN

1. ROOF PLAN LAYOUT, LOCATION, AND SECTIONS WERE TAKEN FROM
EXISTING BUILDING PLANS AND FIELD CONDITIONS.  IT IS THE
CONTRACTORS RESPONSIBILITY TO CORE THE ROOF.  THE CONTRACTOR
SHALL VERIFY ALL CONDITIONS OF THE EXISTING ROOF SYSTEM,
INCLUDING INSULATION TYPE AND THICKNESS.   FAILURE TO VERIFY
CONDITIONS WILL BE AT THE CONTRACTORS OWN RISK.

2. THE EXACT LOCATION AND ELEVATION OF ALL PUBLIC UTILITIES MUST BE
DETERMINED BY THE CONTRACTOR.  IT SHALL BE THE RESPONSIBILITY
OF THE CONTRACTOR TO ASCERTAIN WHETHER ANY ADDITIONAL
UTILITIES OTHER THAN THOSE SHOWN ON THE PLANS MAY BE PRESENT.

3. NEW ROOFING ASSEMBLY CONSISTS OF:

LEVEL C
90 MIL EPDM MEMBRANE
HD COVER BOARD
POLYISOCYANURATE INSULATION (2 LAYERS)
SELF-ADHERED VAPOR BARRIER
EXISTING GYPSUM DECK

4. REMOVE EXISTING ROOF SYSTEMS DOWN TO THE EXISTING DECKS.

5. REMOVE EXISTING SHEET METAL, UNLESS NOTED OTHERWISE, AND
REPLACE WITH NEW AS PLANS SHOW.

6. TOP FASTENING OF COPING CAP COMPONENTS IS NOT ALLOWED
UNLESS APPROVED IN WRITING PRIOR TO INSTALLATION.  FAILURE TO DO
SO WILL BE AT CONTRACTORS OWN RISK AND WILL RESULT IN
REPLACEMENT OF COMPONENTS.

7. ARROWS ON THE PLAN INDICATE DIRECTION OF DRAINAGE FOR TAPERED
INSULATION SYSTEM.  THE CONTRACTOR SHALL FIELD VERIFY ALL
DIMENSIONS OF BUILDING AND DRAIN LOCATIONS BEFORE ORDERING
TAPERED INSULATION MATERIALS.  SUBMIT TAPERED INSULATION
LAYOUT PLAN.  SEE SPECIFICATION SYSTEM DESCRIPTION.

8. ALL EXISTING METAL HOODS, VENTS, CAPS, ETC., REMOVED AND
REINSTALLED DURING CONSTRUCTION SHALL BE PROPERLY
REFASTENED TO PROVIDE WATERTIGHT CONDITIONS.

9. RAISE ALL CURBS AND VENTS WHICH DO NOT MEET THE 8" MINIMUM
FLASHING HEIGHT REQUIREMENT.  INSTALL TAPERED CRICKET ON
UP-SLOPE SIDE OF CURBS 24" OR MORE WIDE.  CRICKETS SHALL HAVE A
1/2" PER FOOT MINIMUM FINISHED SLOPE AWAY FROM CURB AND
VALLEYS DIRECTING WATER TO THE CURB'S SIDES.

10. FLASH ALL DRAINS, CURBS, VENTS, AND STACKS AS SHOWN IN PLANS.
REFER TO MANUFACTURER'S STANDARD DETAILS AND
RECOMMENDATIONS FOR ANY MISCELLANEOUS DETAILS NOT SHOWN IN
THE PLANS.

11. REPLACE ANY DAMAGED, BROKEN OR MISSING DRAIN GRATES,
CLAMPING RINGS AND BOLTS WITH NEW.  NEW DRAIN PARTS SHALL
MATCH EXISTING DRAIN DESIGN.  NEW DRAIN GRATES SHALL BE METAL.
EXISTING PLASTIC DRAIN GRATES SHALL BE REPLACED WITH METAL
DRAIN GRATES.  ALL DRAINS SHALL BE TESTED AND MADE OPERATIONAL
PRIOR TO COMPLETION OF PROJECT.

12. ALL NEW AND EXISTING DRAIN GRATES AND CLAMPING RINGS SHALL BE
PAINTED SAFETY RED.  THE CONTRACTOR SHALL CLEAN, REMOVE
SURFACE RUST, PRIME AND PAINT ANY EXISTING DRAIN PARTS.

13. USE OF MANUFACTURER-APPROVED PENETRATION POCKET WILL NOT BE
PERMITTED UNLESS APPROVAL IS OBTAINED IN WRITING FROM
SHIVE-HATTERY, INC. PRIOR TO INSTALLATION.

14. PROVIDE DISCONNECT AND RECONNECT OF MECHANICAL AND
ELECTRICAL EQUIPMENT AS REQUIRED TO ACCOMMODATE
INSTALLATION OF NEW ROOF SYSTEM AND INCREASE IN HEIGHT OF
CURB.  VERIFY EQUIPMENT IS OPERATIONAL WHEN WORK IS COMPLETE.
COORDINATE THIS WORK WITH THE OWNER.

15. GROUND/ROOF PROTECTION CAN  BE VERSA MATS OR APPROVED
EQUIVALENT.

16. THE CONTRACTOR SHALL INCLUDE ANY MODIFICATIONS, MATERIALS,
AND/OR IMPROVEMENTS REQUIRED BY THE ROOF SYSTEM
MANUFACTURER TO MEET SPECIFIED WARRANTY.

17. ALL PERIMETER WOOD BLOCKING SHALL BE OF UNIFORM HEIGHT AND OF
A MINIMUM HEIGHT TO MATCH THE MAXIMUM THICKNESS OF THE NEW
INSULATION SYSTEM.  THE CONTRACTOR SHALL VERIFY HEIGHT OF ALL
WOOD BLOCKING AND INCLUDE ANY ADDITIONAL BLOCKING NEEDED TO
INSTALL DETAILS SHOWN AND MEET MANUFACTURER'S REQUIREMENTS.
CONTRACTOR SHALL FASTEN UNSECURED EXISTING WOOD BLOCKING
AND NEW WOOD BLOCKING ACCORDING TO THE FOLLOWING
REQUIREMENTS:

WOOD TO WOOD CONNECTIONS SHALL BE FASTENED WITH #12-15x3"
WOOD TO WOOD FASTENERS.  2 ROWS STAGGERED 24" OC AND AT
12" OC W/IN 8'-0" OF OUTSIDE CORNERS.  FASTENER MUST MEET
MINIMUM OF 100# PULL-OUT VALUE. SEE SPECIFICATIONS FOR
APPROVED FASTENERS.

WOOD TO MASONRY CONNECTIONS SHALL BE FASTENED WITH
1/4"x4" WOOD TO MASONRY FASTENERS AT 24" OC MAX AND 12" OC
WITHIN 8'-0" OF OUTSIDE CORNERS.  SEE SPECIFICATIONS FOR
APPROVED FASTENERS.

WOOD TO STEEL CONNECTIONS SHALL BE FASTENED WITH 1/4" -
#14x4"  SELF DRILLING FASTENER  AT 4'-0" OC MAX AND AT 2'-0" OC
WITHIN 8'-0" OF OUTSIDE CORNERS.  SEE SPECIFICATIONS FOR
APPROVED FASTENERS.

WOOD TO PLATE STEEL CONNECTIONS SHALL BE FASTENED WITH
1/2" HOT DIPPED GALVANIZED THRU BOLTS AT 4'-0" OC MAX AND AT
2'-0" OC WITHIN 8'-0" OF OUTSIDE CORNERS.  SEE SPECIFICATIONS
FOR APPROVED FASTENERS.

FT

1/4"

REMARKSREFERENCEDESCRIPTIONPLAN MARK

AC UNIT ON EQUIPMENT SUPPORTS

KEY NOTECAPPED CURB (OBSOLETE)

CURB MOUNTED VENT

DUCT GOOSENECK (ROUND)

EXHAUST FAN

MECHANICAL UNIT

MECHANICAL UNIT SUPPORT FRAME KEYNOTE 

ROOF EDGE SEE PLAN

EXPANSION JOINT SEE PLAN

ROOF DRAIN
DETAIL 5 SHEET A5.01 (SECTION A, C)

OVERFLOW SCUPPER DETAIL 14 SHEET A5.01

SHEET METAL ENCLOSURE DETAIL 7 SHEET A5.01

VENT THROUGH ROOF

HOT STACK DETAIL 6 SHEET A5.01

SKYLIGHT DETAIL 4 SHEET A5.01

TAPERED INSULATION SLOPE

ROOF LEVEL DESIGNATION

ROOF DRAIN - OBSOLETE KEYNOTE 

N/A

N/A

DETAIL 11 SHEET A5.01 (SECTION B)

DETAIL 3 SHEET A5.01 (SECTION A, C)

DETAIL 12 SHEET A5.01 (SECTION B)

DETAIL 3 SHEET A5.01

DETAIL 4 SHEET A5.01

DETAIL 4 SHEET A5.01

DETAIL 4 SHEET A5.01

KEY NOTE

NEW DRAIN PIPING KEYNOTE 

REMOVE DRAIN FIXTURE AT ROOF DECK.  PATCH DECKING TO RECEIVE
NEW ROOFING.  REMOVE ALL PIPING FOR OVERFLOW DRAINS TO THE
EXTERIOR WALL.  INSULATE REMAINING PIPING AT WALL PENETRATION AND
CAP PIPE.

INSTALL NEW ROOF DRAIN AT REVISED LOCATION.  DRAIN FIXTURE BASIS
OF DESIGN IS ZURN ZC 100 C WITH CAST IRON COMPONENTS AND GRATE,
PAINT SAFETY RED.  PIPING IS 4" PVC ROUTED BELOW ROOF DECK AND
ABOVE INTERIOR FINISHES (CEILING) FROM NEW ROOF DRAIN TO EXISTING
STORM RISER, PROVIDE 1/2" THICK CLOSED CELL PIPE INSULATION
(ARMEFLEX 2000 OR EQUIVALENT).  PIPE TO BE SLOPED 1/8" PER FOOT
FROM NEW DRAIN TO EXISTING RISER.  COORDINATE ROUTE WITH EXISTING
STRUCTURE AND UTILITIES.  CONTRACTOR TO REMOVE AND REINSTALL
EXISTING LAY-IN-CEILING AS NEEDED TO PERFORM THIS WORK.

REMOVE DEFECTIVE COMPONENTS AT AREA DIVIDER AND EXPANSION
CONTROL.  REPLACE WITH WOOD FRAMING AND INSULATE AS INDICATED.

REMOVE EXPOSED WOOD EQUIPMENT SUPPORTS AND REPLACE WITH
COMPOSITE LUMBER ENSURING FASTENERS DO NOT REACH MEMBRANE.
INSTALL A SACRIFICE SHEET OF EPDM BELOW ANY EQUIPMENT SUPPORT.

AT AREAS OF GYPSUM DECK DEFICIENCIES: PLATE OVER ANY OPENINGS
LE S S  THAN FOUR  S QUAR E  FE E T WITH 3/16” PLATE  FAS TE NE D AND/OR
FOAMED INTO PLACE TO ENSURE A SATISFACTORY SUBSTRATE FOR THE
INSTALLATION OF ROOFING MATERIALS.  AT AREAS LARGER THAN FOUR
SQUARE FEET OR ENTIRE GYPSUM PANELS. REMOVE THE EXISTING DECK
TO THE NEAREST JOINT AND SECURE NEW TYPE B 20-GAUGE STEEL ROOF
DECK. ALL STEEL DECKING MUST BE COVERED BY A THERMAL BARRIER
BOARD LEVEL WITH THE SURROUNDING DECK PRIOR TO THE INSTALLATION
OF SELF-ADHERED VAPOR BARRIER AND ROOFING INSULATION AND
COMPONENTS.

INSTALL SACRIFICE SHEET UNDER EACH SUPPORT POST.
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